
PRODUCT BROCHURE
SM186

SM186 MOBILE
SCREENER

edgeinnovate.cominfo@edgeinnovate.com+44(0)2887 740525

FLEXIBLE
SCREENING



FLEXIBLE
SCREENING



EASILY 
TRANSPORTED

INTERCHANGEABLE
SCREENS

INCREASED SCREENING 
VERSATILITY

HIGH CAPACITY
SCREENING



SM186
FEATURES & BENEFITS

The EDGE SM186 wheeled mounted screener is a highly efficient screening 
solution designed for the most difficult and demanding of applications 
including recycling, soils, aggregates, compost and demolition waste.

With increased throughput, high efficiency and quality end products; the 
EDGE SM186 mobile screen incorporates a robust 18’X6’ (5.4X1.75m) 
two deck screen with interchangeable flip flow and conventional scalper 
bottom decks. This flexibility combined with numerous screen media 	
options and configurations allows the EDGE SM186 to process a wide 
range of materials and to tackle screening applications that other 	
conventional screens cannot.

Impressive design features include, a low level feed hopper designed to 
accept loads from all three sides without the need of construction ramps, 
2 or 3 way splitting configuration, hydraulic folding discharge conveyors to 
facilitate the quick transition from operation to transport and a fully inte-
grated power unit with large service access. A user-friendly control system 
with sequential start/stop functionality provides exceptional operational 
performance and unit safety.  
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KEY HIGHLIGHTS
•	 Robust interchangable 18’X6’ (5.4X1.75m) 2 deck screen.
•	 Choose between 3 different screen box types.
•	 Intelligent modular top deck system allowing numerous media 

types to be installed side by side including 3D screens.
•	 A low level direct feed hopper facilitates side and rear loading 

via wheel loaders without the need to construct ramps.
•	 Both side conveyors can be repositioned on any side of the 

machine to suit site requirements.
•	 Fully mobile fifth wheel hook-up with hydraulic folding 	

discharge conveyors enables quick and easy transport from 
site to site. 
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SM186
DESIGN FEATURES
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SM186
DESIGN FEATURES

Enables for one man operation with all 
main functions controlled via wireless 
remote

900mm (36”) wide Fines conveyor provides 
a discharge of up to 4.7m(15’6”) 

1600mm (62”) wide, variable speed 
Oversize conveyor with hydraulic angle 

adjustment

5.4X1.75m (18’X6) Two Deck Screenbox. 
Choose between 3 different screen 

box types to suit your application

Intelligent modular top deck system allowing 
numerous media types to be installed 

side by side.

900mm (36”) Mid-Size conveyor provide a 
maximum discharge height of up to 4.3m (14’ 2”) 

Tri-axle Bogie  complete with air brakes and 
mechanical ultra underslung suspension
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Hydraulic hopper extensions provide a hopper 
capacity of 15.3m³ (20yrd³). Low level feeder 
can accepts loads from all three sides

1400mm (55”) heavy duty feeder with 
variable speed regulates the flow of 
material to the screen box 

Various Powersource options available - 
Diesel / Hydraulic, Direct Electric or
Diesel Genset

FLEXIBLE LOADING

Rear Loading (No Ramp)

Side Loading (No Ramp)

THE RIGHT SCREEN FOR EVERY APPLICATION

18X6’ FreeFlow Screen 18X6’ Scalping Screen 18X6’ Rinsing Screen
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SM186
TECHNICAL SPECIFICATIONS

Length:
Width:
Height:
Shipping Method:
Gross Weight (Est):

16721m (54’10”)
3000mm (9’10’)
4000mm (13’1”)
RoRo
38,000KG (41.8UST)

FEED HOPPER DATA
Hopper Capacity:
Minimum Feed In Height: 
Hopper Extensions:
Feed Conveyor Belt Width:

SCREEN BOX DATA
Screen Size:
Top Deck:

Bottom Deck:

Screen Angle:

TRANSPORT DIMENSIONS

15.3m³ (20yrd³)
3.7m (12’ 1”)
Hydraulic Folding
1400mm (55”)

5.4X1.75m (18’X6)
4 off modular cassettes, side 
tension / bolted
15 off polyurethane Free Flow mats, 
wedge fastened
12° - 18°

OVERSIZE CONVEYOR DATA 
Belt Width:
Belt Speed:
Max. Discharge Height:

1600mm (62”)
Variable
3900mm (12’8”) 

MID-SIZE CONVEYOR DATA 
Belt Width:
Belt Speed:
Max. Discharge Height:

900mm (36”)
Variable
4305mm (14’2”) 

FINES CONVEYOR DATA 
Belt Width:
Belt Speed:
Max. Discharge Height:
POWERUNIT DATA 
Tier 3:
Tier 4 Final / STAGE V:
Fuel Tank Capacity:

900mm (36”)
Variable
4723mm (15’ 6”)

CAT C4.4 96Kw (129HP)
CAT C3.6 98Kw (132HP)
435 Litres (115USG)

AVAILABLE OPTIONS
Freeflow Screen
Scalper Screen
Rinser Screen
Diesel Genset
Electric / Hydraulic Power unit
Steel Apron Feeder 

3D Screens
Punch Rubber Screens
Punch Plate Screens
Woven Mesh Screens
Bofor Bar Media
Finger Tines

Dust Suppression
Magnetic Head Drums
Rear Feed Tipping Grid
Air Knife
Chevron Belts
Heavy Duty Belt Plys

Finger Deck
Polyurethane Screens
Screen Dampening Blanket
2 Way Spilt Configuration
Wireless Remote
Belt Scales
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SM186M
TECHNICAL DIMENSIONS

SM186M OPERATIONAL DIMENSIONS



AVAILABLE 
OPTIONS
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3D Screen Media - Prevents wrapping 
and hanging
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Punched Rubber Media - Reduces the 
chance of plugging

FreeFlow Screen - Robust Scalping top 
deck, fine screening of difficult 	
material via flip flow bottom deck

Scalping Screen -perfect screening 
solution for large quarrying, mining or 
recycling applications

Rinser Screen - offers high production 
efficiency in applications including sand & 
gravel, coal, slag and recycled materials
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Finger Deck - ideal for sticky moist 
applications

Polyurethane Bottom Deck -Various 	
apertures, thickness and hardness 	
available

Punch Steel Plate Media - Recommended 
for heavier applications

LRC - Cat4.4 96Kw (129HP)
T4F / STAGE V- CAT C3.6 98Kw (132HP)

Woven Mesh Media- maximise screening 
area

Finger Tines - Assists in turning and 
separating material

Bofor Bars - different apertures available 
for heavy screening applications.

Diesel Genset - enjoy power source 	
flexibility and improved running 	
efficiency. 

AWARD 
WINNING
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Direct Electric - enjoy reduced servicing 
and time required for refuelling



ELECTRIC  
POWER SOURCE

DIRECT 
ELECTRIC

ELECTRIC HYDRAULIC 
POWER PACK 

ENVIRONMENTALLY 
FRIENDLY

REDUCED OPERATING
COSTS

INCREASED
UPTIME

Perfect for markets where 
environmental, legislative and/or 
noise constraints are enforced.

Can be powered directly from the 
mains or electric genset

Electric hydraulic power pack enables 
a quick and simple et up of the unit 

Electric-powered equipment can 
significantly reduce operating costs

With reduced servicing and time 
required for refuelling, electric 

powered units provide unbeatable 
dependability and uptime.

GO ELECTRIC! 
Enjoy significantly reduce operating costs and reduced 
servicing and time taken to refuel. Perfect for markets where 
environmental, legislative or noise constraints are enforced.
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edgeinnovate.cominfo@edgeinnovate.com+44(0)2887 740525

CONTACT US
TODAY.

2021.01

30 Farlough Road, Dungannon, Co.Tyrone, BT71 4DT, Northern Ireland


